SHIMP®|

'RK-8 POTTER'S WHEEL

INSTRUCTION MANUAL

-/~ IMPORTANT CHECK POINT Y

( PREPARATION ) A
% Remove foot pocking hex. balts, -
% Remove red painted packing bolts.

( SAFETY PRECAUTIONS )

% Connect Ground cable, (

% Do not plug in multiple sockel.

% Power swilch must be disconnected ond plug off before
cleaning, inspection, and aofter operation.

OPERATION

*Place wheel or levelled ground.
*Screw in or out adjustable foot for no rocking. :
*Do not operote speed control pedal (lever) when motor

is OFF.

% Move pedal back in STOP position, and tumn switch. OFF
when not in use

REMEMBER R

*Do not use oil on Ring and Cone. R R
* Please ask for SERVICE manual when dis-assembly is

\ necessary. j '




-E'v'\'n'rH' THE WHEEL YOU SHOULD HAVE RECEIVED

Allen wrench(Smm) wrench {17x13mm} - FOOT N-I-EN 8OLTS apce.

f DESCRIPTION OF PARTS \

ca

Wheelhead

Speed Control Lever

Upper Case

Botiom Cass

Switch Speed Control Pedal -

R_ubber Foot

1ISET RUBBER FOOT

Before setting foot allen bolts and
rubber foot, remove 4 foot packing
hex.bolts(17mm} . Fig.A

[2JREMOVE RED PAINTED PACKING BOLTS

-

Red bol with provided ollen wrench.
\J___/E) These bolts hove been used to pro-
tect motor from damage thot might

be coused by rough handling during
transportation.

All these should be ltept For future
Ny f transpototion. .



[BILEVELLING

Set the provided foot allen bolts
(4pcs.) ond rubber foot{dpes.).

For the best results, wheelhead should
be levelled. This can be achieved

by screwing in or out rubberfoot

Foot allen bolt | when wheel is levelled.
) it should sit on an even floor to
Out In avoid rocking when throwing.

Rubber Fool

(4] TO REMOVE PLASTIC COATING OVER
WHEEL HEAD

Pull off string running ocross middle
of wheelheod and peel away plastics.

BIPLUG IN FIRMLY

@TURN SWITCH ON
OFF
FWD REV
OFF: Motor is ot STOP.
}
OFF
Fwo REVI  FWD. Wheelheod is rototed in
u Counter-clockwise direction.
OFF
REV
Fwo REV: Wheelhead is rotated in
@ Clockwise direction.

Note: Do not atiempt 1o chonge rokting direction while molor is still running;
direction con not be changed until molor is ot complete siop (in about
30 sec.).



[7TO ADJUST SPEED

Sy

To Decreose

To Increase

Push speed conirol lever {pedal) F-or-.
ward or backward to increose or ¢
decrease us desired,

To Increase

[BIAFTER OPERATION

#Make sure pedal is all the way back in STOP posi-~'37
tion and motor is OFF when not in use, '
® Motor will continue turning unless switch is turned .

OFF.

Failure to do so will cause temporory
dent on rubber drive ring surface,

tf this happens, rumbling will be
heard, when wheel is turned on, but
will disoppeor after a few minute run-
ning.

[GIHOW TO REMOVE SPLASH PAN

Fostener

Splosh Pon

Splash pan .

1} Lift 10 remove plastic fasteners.
2} Pull splash pon outside to split
and release.

To attach splash pam, reinsert splash
pon and fix it with plastic fasteners.




[0 ADJUSTMENT & REPLACEMENT

After several yeors under normal ysa, rubber drive ring may bo- :
come worn, resulting in a lock of power,

If cleaning, Jubrication, and  odjustment is ever necesmry. please
follow these procedures;

[A] DISASSEMBLE THE CASE

1) Remove 4 plus pan-head scraws
to frae upper ond bottom case.

. Upper Cass
Spesd indicote Plne
Plus pan-heod—_

screw

Speed Control Lever

Washer

] {Plus pan-heod screw

2} Lift~the upper case to free it
from the botiom cose.

3) Remember speed’indicate plate
and speed control lever come in the
same vertical line for reassembloge.

Bottom Cose

TO ASSEMBLE THE CASE .|

1) Place upper case as the speed
indicate plate and lever are in
. the same vertical line.
i 2) Screw in 4 plus pan-heod screws,
' jo fosten the cases. '

Note: Kesp oil off cons and ring. Do not touch them with hands,
Clean oil on the ring ond cone with {no lead regukar) gascline if oil
is smeored.

LUBRICATE OIL ONCE A YEAFR

in the indicated pasitions,
(@Lubricate hers)






