SHIMP®|

'RK-8 POTTER'S WHEEL

INSTRUCTION MANUAL

-/~ IMPORTANT CHECK POINT Y

( PREPARATION ) A
% Remove foot pocking hex. balts, -
% Remove red painted packing bolts.

( SAFETY PRECAUTIONS )

% Connect Ground cable, (

% Do not plug in multiple sockel.

% Power swilch must be disconnected ond plug off before
cleaning, inspection, and aofter operation.

OPERATION

*Place wheel or levelled ground.
*Screw in or out adjustable foot for no rocking. :
*Do not operote speed control pedal (lever) when motor

is OFF.

% Move pedal back in STOP position, and tumn switch. OFF
when not in use

REMEMBER R

*Do not use oil on Ring and Cone. R R
* Please ask for SERVICE manual when dis-assembly is

\ necessary. j '




-E'v'\'n'rH' THE WHEEL YOU SHOULD HAVE RECEIVED

Allen wrench(Smm) wrench {17x13mm} - FOOT N-I-EN 8OLTS apce.

f DESCRIPTION OF PARTS \

ca

Wheelhead

Speed Control Lever

Upper Case

Botiom Cass

Switch Speed Control Pedal -

R_ubber Foot

1ISET RUBBER FOOT

Before setting foot allen bolts and
rubber foot, remove 4 foot packing
hex.bolts(17mm} . Fig.A

[2JREMOVE RED PAINTED PACKING BOLTS

-

Red bol with provided ollen wrench.
\J___/E) These bolts hove been used to pro-
tect motor from damage thot might

be coused by rough handling during
transportation.

All these should be ltept For future
Ny f transpototion. .






