## Choosing your

Ball Mill \& Jigget Arm Attachments
NIDEC-SHIMPO has two wheel attachment models available.

Models: BALL-MILL | JIG-ARM

## Ball Mill \& Jigger Arm attachment features.

## Ball Mill Attachment :

- A great investment for potters who own a SHIMPO RK-3E or SHIMPO RK-3D wheel
- Save space in your studio/home or classroom
-Fits on any pottery wheel with a 304.8 mm wheel-head


BALL-MILL

## Jigger Arm Attachment:

- A great investment for potters who own a SHIMPO RK-3E or SHIMPO RK-3D wheel
- Save space in your studio/home or classroom
- Fits on any pottery wheel with a 304.8 mm wheel-head


JIG-ARM


## BALL MILL RACK ATTACHMENT

The BALL MILL RACK ATTACHMENT attaches to most NIDEC-SHIMPO wheels when used with a 304.8 mm wheel-head. This SPACE-SAVING rack will allow for variable speed milling. The rack accommodates jars from $76 \mathrm{~mm}-12.7 \mathrm{~mm}$ to 228 mm diameter up to 254 mm long. Made of HEAVY-DUTY cast iron, the unique folding feature lets you use your NIDEC-SHIMPO wheel for throwing without detaching the rack.

## Features

, Heavy-duty milling; precise milling with variable speed
, Compact design; space-saving/folding design lets you use your wheel for throwing without detaching the rack
, Model construction; heavy-duty cast iron
, Heavy-duty cast iron construction
, Wheel Attachment fits on most NIDEC-SHIMPO wheels with a 304.8 mm wheel-head

## JIGGER ARM ATTACHMENT

The JIGGER ARM ATTACHMENT is made of HEAVY-DUTY cast iron, this ADJUSTABLE arm assists you in producing jiggered pieces up to $177 \mathrm{~mm}-12.7 \mathrm{~mm}$ high and 279 mm in diameter and attaches to most NIDEC-SHIMPO wheels.

## Features

, Adjustable arm assists you in producing jiggered pieces up to 190.5 mm high and 279 mm in diameter
, Heavy-duty cast iron construction
, Wheel Attachment fits on most NIDEC-SHIMPO wheels with a 304.8 wheel-head


## BALL MILL PORCELAIN JARS



